
ICONÊ Back System 



Innovation 

 

Versatility 

 

Comfort 



Simplicity 



Features and Models 

ÅAvailable in 4 models 
ïIcon Low Back 

ïIcon Mid Back  

ïIcon Tall Back 

ïIcon Deep Back 

ÅNew design 
ïHardware 

ïShells 

ïCushion 

ïCover 



IconÊ Low Back 

ÅProvides lower trunk positioning 
ïPelvis 

ïThoraco-lumbar spine 

Å Ideal for more active users 

ÅEnhanced rollover cushion 
ïProtects user from shell edge 

ïCushion rolls over 

ïCover rolls over 

ïNeoprene pad sewn to cover 

ÅWeight 3.4 lbs for 18ò wide (1.5 kg 
for 45 cm) 

ÅMax user weight 300lbs (136 kg) 

 

 
 



IconÊ Mid Back 

Å Provides lower trunk positioning 
ï Pelvis 

ï Mid-thoracic spine 

Å Appropriate for a variety of users with fair 
trunk control 

Å Enhanced Rollover Cushion 
ï Protects user from shell edge 

ï Cushion rolls over 

ï Cover rolls over 

ï Neoprene pad sewn to cover 

Å Compatible with Fixed and PALs Laterals 

Å Available in Pediatric and Bariatric sizes 

Å Max user weight 
ï 300 lbs (136 kg) for standard size 

ï 400 lbs (181 kg) for bariatric size 

Å Weight 4.3 lbs for 18ò (1.9 kg for 45 cm) 

 



IconÊ Tall Back 

Å Provides upper and lower trunk positioning 
ï Pelvis 

ï Spine 

ï Scapula 

Å For users that need moderate support 

Å Standard Roll Over 
ï Cushion rolls over 

ï Cover rolls over 

Å Compatible with Fixed and PALs Laterals 

Å Head support can be mounted by drilling 
into shell 

Å Compatible for use with tilt/recline systems 

Å Available in pediatric sizes 

Å Max user weight 300 lbs (136 kg) 

Å Weight 5.5 lbs for 18ò (2.5 kg for 45 cm) 

 
 

 



IconÊ Deep Back 

Å Provides upper and lower trunk support 
ï Pelvis 

ï Spine 

ï Scapula 

ï Lateral trunk support 

Å For users that need maximum support 

Å Provides fixed lateral support at the trunk 

Å Standard roll over 
ï Cushion rolls over 

ï Cover rolls over 

Å Not compatible with Fixed or PAL Laterals 

Å Head supports may be mounted by drilling 
into shell 

Å Compatible for use with tilt/recline systems 

Å Max user weight 300 lbs (136 kg) 

Å Weight 6.4 lbs for 18ò (2.9 kg for 45 cm) 

 

 

 



Hardware Components  



Hardware Features 

Å Two points of attachment on the canes 
ï Quick and easy to install 

ï All hardware is pre-assembled, just install 
cane brackets 

Å Symmetrical design for all parts 
ï No right or left parts 

ï Parts are interchangeable 
Å More set up configurations 

Å No need to order extended length hardware 

Å Easier to order replacement parts 

Å All metal hardware 
ï Durable and strong 

ï Aluminum die cast 

ï Custom design fasteners for shell brackets 

ï One size screw requiring only one tool for 
installation  

 

 



Hardware Features 

ÅPositive Locking Design 
ïWill not slip once installed and 

adjusted 

ïAdjustor plate 
ÅTeeth to hold recline adjustment 

ÅInset into cane bracket prevents 
rotation 

ÅUnique User Friendly Locking 
System 
ïSafety latches open outward 

ïRed color alerts consumer when 
latches are open 

ïLocks automatically when back is 
inserted 



Hardware Features 

Å Highly functional design improves 
ease of use for everyone 
ï Allows easy one handed removal of 

back by users/care givers 
Å Rigid wheelchairs 

Å Folding wheelchairs 

ï Adjustable with the user in the 
wheelchair 
Å All screws are easily accessible from rear 

or side  

Å Only one tool is needed 

ÅAll screws are the same size (1/4ò -20) 

ï Time saving for clinical evaluations 
Å Hardware is the same on all models and 

sizes 

Å Allows for different models/height backs 
to be trialed during evaluation with no 
change in hardware and minimal 
adjustment 

 

 




